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Luminaire body made of glass fi bre 
reinforced polyester. Refl ector tubes 
PMMA clear inside ribbed, clear or 
transopal, alternatively PC (fracture 
proof) clear inside ribbed or clear 
with internal mirror fi nish refl ector 
wide beam or narrow beam. Built-in 
electronic control gear. Ready for 
connection with 2 cable entries M20, 
through-wiring 2 x 1.5 mm2. 
1 access cover 130 mm, optional 
2 covers 130 mm for continous 
row mounting. 2 stainless steel 
mounting clamps for variable 
mounting distance.

HAMM
Single- or twin lamp luminaire
IP 65 
IK 04, 650°C – PMMA
IK 09, 850°C – PC

with refl ector tube 09 medium beam PMMA clear  
- standard version -

1 x 21 W ECG 401 270 1 x 39 W ECG 401 570
1 x 24 W ECG 401 170 1 x 49 W ECG 401 970
1 x 28 W ECG 401 070 1 x 54 W ECG 401 770
1 x 35 W ECG 401 370 1 x 80 W ECG 401 870

refl ector tube 09 concentrated beam
PMMA clear

 - 28/54 W 205 847
 - 35/49/80 W 205 848

PC on request

twin lamp on request
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Version  dimensions in mm ± 2 mm  weight
 L W H a approx. kg

1 x 21/39 W 889 107 140 650 ± 50 1,9
1 x 24 W 589 107 140 350 ± 50 1,5
1 x 28/54 W 1189 107 140 930 ± 80 2,3
1 x 35/49/80 W 1489 107 140 1230 ± 80 2,7

2 x 21/39 W 889 244 140 650 ± 50 2,1
2 x 28/54 W 1189 244 140 930 ± 80 2,5
2 x 35/49/80 W 1489 244 140 1230 ± 80 2,9

Medium beam refl ector tube 09, PMMA
   clear clear clear inside ribbed clear impact str. impact str. 
   louvre * louvre * louvre ** transopal clear  inside ribbed

- 24 W  205 333 205 423 205 433 201 489 207 333 207 323
- 21/39 W  205 331 205 421 205 431 201 481 207 331 207 321
- 28/54 W  205 337 205 427 205 437 201 490 207 337 207 327
- 35/49/80 W  205 338 205 428 205 438 201 488 207 338 207 328

PC on request
* with cross louvre
** with round louvre and bi-refl ector

medium beam narrow beam 09 concentrated beam

medium beam narrow beam 09

Durability of the industral electronic 
control gear in comparison to standard 
electronic control gear

The construction of NORKA-luminaires 
with its thermal separation of lamp and 
electronic control gear allows at normal 
rating a durability of 200.000 h with “long-
life“ ECG.

2 x T5 / 80 W
medium beam

200

400

LOR = 92%l (cd/klm)

2 x T5 / 80 W
narrow beam

300

450

600

LOR = 93%l (cd/klm)

Room height 16 m, width 20,9 m, length 40,0 m
Refl ectance: Ceiling = 30 %
 Walls = 30 %
 Floor = 20 %

92 luminaires HAMM
1 x 80 W T5, concentrated beam

36 luminaires POLLUX
HIT 400 W, concen. wide beam

intensity of illimunation:
[Em] 301 lx (empty hall)
[Em] 226 lx (between wagons)
luminous effi ciency: 71,5 lm/W
light output ratio: 101%
Lamp capacity per m²: 9,46 W/m²
Maintenance ratio 0,80 
(according to maintenance plan)

intensity of illimunation:
[Em] 303 lx (empty hall)
[Em] 181 lx (between wagons)
luminous effi ciency: 82,9 lm/W
light output ratio: 67,2%
Lamp capacity per m²: 17,66 W/m²
Maintenance ratio 0,62 
(according to maintenance plan)

Comparison HAMM 1 x 80 W/T5 
with POLLUX HIT 400 W in DB-maintenance hall
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Luminaire body made of glass 
fi bre reinforced polyester. Bare 
lamp, with protection tubes made 
of silicate glass, PMMA or PC 
(fracture proof) or with refl ector 
tube PMMA clear inside ribbed or 
transopal, optional PC (fracture 
proof) clear with internal mirror 
fi nish refl ector wide beam, narrow 
beam or concentrated beam. 
Built-in electronic control gear.
Ready for connection with 
2 cable entries M20, through-
wiring 2 x 1.5 mm2. 1 access 
cover 130 mm, optional 2 covers 
130 mm for continous row moun-
ting. 2 stainless steel mounting 
clamps for variable mounting 
distance.

Suitable for outdoor mounting 
on surfaces exposed to the 
weather.

HAMM
Single- or twin lamp luminaire
IP 65
IK 04, 650°C – PMMA, IK 09, 850°C – PC
IK 04, 960°C – Glass

* *Available on request

twin lamp

2 x 36 W comp. 402 42
 ECG 402 47
2 x 58 W comp. 402 62
 ECG 402 67

   
single lamp

1 x 18 W comp. 400 22
 ECG 400 27
1 x 36 W comp. 400 42
 ECG 400 47
1 x 58 W comp. 400 62
 ECG 400 67

- standard version -
bare lamp

single lamp

1 x 18/20 W comp. 400 221
 ECG 400 27V
1 x 36/40 W comp. 400 421
 ECG 400 471
1 x 58/65 W comp. 400 621
 ECG 400 671

twin lamp

2 x 36/40 W comp. 402 421
 ECG 402 47V
2 x 58/65 W comp. 402 621
 ECG 402 67V

with thread rings 38 mm
for protection tube, refl ector tube








