
T8 lamp
 PC, clear      PMMA, transopal

1 x 18 W 534 27  536 27
1 x 36 W 534 47  536 47
1 x 58 W 534 67  536 67

T5 lamp
 PC, clear PMMA, transopal

1 x 39 W 534 37  536 37
1 x 54 W 534 57  536 57
1 x 49 W 534 77  536 77
1 x 80 W 534 87  536 87

2 x 80 W 534 85  536 85

TC-L lamp
PC, clear

1 x 24 W 534 07 
1 x 36 W 534 17 
1 x 55 W 534 97 
2 x 36 W 534 15
2 x 55 W 534 25

Single lamp or twin lamp tubular 
luminaire, Ø 60 mm made of 
clear PMMA, transopal PMMA 
or clear PC with internal anodised 
aluminium refl ector. 
Built-in electronic control gear. 
Ready for connection with M20 
cable gland. 
Two polymer / stainless steel 
 mounting clamps for installation, 
adjustable mounting distance.
Dimmable version and luminaire 
with Industry ECG available on 
request.
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BERN
Polymer tubular luminaire Ø 60 mm, resistant to pressurised water, also suitable for work pits 

IP 66, IP 68 20 m, IP 69K 
IK 08, 650 °C – PMMA
IK 10, 850 °C – PC

*

*available on request

* certified



Version Lamp Length Weight
  mm ± 2  kg (approx.)

With ECG  

1 x 18 W T8 1095 2.1
1 x 36 W T8 1705 2.9
1 x 58 W T8 2005 3.1
1 x 39 W T5 1470 2.6
1 x 54 W T5 1770 3.1
1 x 49/80 W T5 2070 3.4

1 x 24 W TC-L 790 1.7
1 x 36 W TC-L 885 1.8
1 x 55 W TC-L 1005 2.2

2 x 36 W TC-L 1349 2.5
2 x 55 W TC-L 1778 3.2
2 x 80 W T5 3686 6.4

Ø6.2
(3x) 38

95

89
.5

L
a

~25

Ø
60

~6

25M20

1 x 36 W
PC, clear

1 x 36 W
PMMA, transopal

LOR = 56 % LOR = 59 %

1 Special version with 
 transparent end caps 

 
2 Special version 

transparent or blue, 
360° illumination

3 Direct / indirect with 
shutter for reduced 
light output

Quick-release fastening and 
connection system:

Pull end caps from tube.

Connect supply cable to plug adapter.
Insert end cap and close the luminaire 
 system by turning the locking bracket.
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without ballast, PC (fracture proof) or PMMA
 PC, clear PMMA, transopal

1 x 18 W T8 534 20 536 20
1 x 36 W T8 534 40 536 40
1 x 58 W T8 534 60 536 60

Other wattages available on request

with ECG DC, PC (fracture proof) or PMMA
 PC, clear PMMA, transopal

1 x 36 W 24 V  T8 534 037 536 037

Continuous row system 
version with empty tube

Wall bracket 
made of stainless steel

Through wiring 
up to 4 x 2.5 mm2

Twin bracket made 
of stainless steel

Wire suspension with 
stainless steel brackets
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BERN
Polymer tubular luminaire Ø 60 mm, resistant to pressurised water, also suitable for work pits

IP 66, IP 68 20 m, IP 69K 
IK 08, 650 °C – PMMA
IK 10, 850 °C – PC

certified* *
*available on request
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with ECG, protection class I
 PC (facture proof), clear PMMA, transopal

1 x 14 W T5 534 370 536 370
1 x 21 W T5 534 270 536 270
1 x 24 W T5 534 170 536 170
1 x 28 W T5 534 070 536 070
1 x 35 W T5 534 470 536 470

with ECG, protection class I
 PC (facture proof), clear PMMA, transopal

1 x 39 W T5 534 970 536 970
1 x 49 W T5 534 770 536 770
1 x 54 W T5 534 570 536 570
1 x 80 W T5 534 870 536 870

Special V4A 
mounting clamps

available on request

Transparent mounting 
clamps available on 

request

Mounting clamps 
included 

BERN up to 2 x 80 W, ECG centred, max. length 3686 mm

Stainless steel 
 suspension system

ca. 25

25

M20

ca. 6

Ø 6.2
3x

95

38 ± 0.5
L ± 2

a ± 50
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